43 LOOP ROAD SECTION
7 RADIUS OF LOOP AT PROPERTY LINE IS 84
-3 F 8’ ‘ 6’ 20’ 5
SHOULDER
3“ MIN. BSC. COMPACT
TO 95% MAX DENSITY.
2% SLOPE
e ———————— o
= mHmuW\um\umu\mu\m\Hﬁmﬁmﬁ\\\ﬁ\\H:lﬁ@ﬁﬂ#@#@%@%@#ﬁ%ﬁ%ﬁ \>/
E=ii=n=n=1= I=l=IEIETEIEEEETEEETETEEE IS
=== == === = = D D S /\/\/\/// //\///\//\//\//\/K\/
O S A A A A A A A A A A AN
/<\\/{<\ /<\</<\</<\<{<\\///<\\/{<\\//////////</<\\C/<\§//\\§/<\<//\// OSOLOLLL
> > 2 P ’ NS ’
COMPACTED ROAD BASE SHOULDE
6” ROADBASE, COMPACTED TO 95%
UNDISTURBED SOIL MAX. DENSITY. USE UDOT DESIGN
STANDARDS TO MEET LOCAL CONDITIONS.
SELECT BORROW, 7" MIN. THICKNESS
MAX 3" COBBLES
i
39'6” LOOP ROAD SECTION
RADIUS OF LOOP AT PROPERTY LINE IS 84’
— T 4 5 2'6” 20’ 2 ’
PARKING STRIP SHOULDER
AP WA 3” MIN. BSC. COMPACT
T TO 95% MAX. DENSITY.
L C&G TYPE
FINISH SIDEWALK " THICKNESS TO BE BASED ON
/@RADE / 6" THICK UDOT DESIGN STANDARDS.
yd
7 2% SLOPE -
N AN S 77 >
< L. ’
NN . SOAANAN
M SRLLG GGG e e i LR
ISIRIRIRO e I I SRR
6" COMPACTED N T A AN
ROADBASE SIS NN N
\//\ > // ,\/\\/\\~/\\/\\/\\~/\\/\\/\\ AN
NN G\
UNDISTURBED SOIL

SELECT BORROW, 77 MIN. THICKNESS

MAX. 3" COBBLES

STRERTS

BULL NOSE CURB
8" THICK, MIN.

6” ROADBASE, COMPACTED TO 95%
MAX. DENSITY. USE UDOT DESIGN

WITH CURB, GUTTER, & SIDEWALK
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